
HIGH VOLUME LOW SPEED (HVLS) FANS
LARGE CEILING FANS
LONG RANGE MOBILE FANS 

We Protect your product
Increase your storage

Improve your Labor Productivity 
While enhancing Safety, Hygiene, & Ergonomics



WHY USE A HVLS OR MOBILE FAN
OSHA: Section III, Chapter 2, Subsection V of the OSHA Technical Manual, "Recommendations 
for the Employer: Temp should be maintained “in the range of 68-76° F or (20-24 °C)"
https://www.osha.gov/dts/osta/otm/otm_iii/otm_iii_2.html
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FEATURES

SAFETY

Variable Frequency Drive 
stepless speed control 

High efficiency, Quiet Permanent magnet Super large air volume
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Motor bracket prevents 
any parts from falling off.

Anti-off-plate break-off 
protection ensures ceiling 

safety.

Aluminum magnesium 
alloy tensile blade for 

strength and toughness.

Wire rope traction 
device to  ensure motor 

stability

Automatic power-off 
protection.
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PERMANENT MAGNET MOTOR GEAR BOX VARIABLE MOTOR 



TECHNICAL DETAILS 

INSTALLATION DATA

APPLICATIONS

CEILING FAN’S MOBILE FAN 
Model Unit NKHVLS12FM NKHVLS16FM NKHVLS20FM NK-HVLSF-8.8-SOP 
Size Ft.(mm) 12 (3657 mm) 16 (4876 mm) 20 (6096 mm) 950W x 2600H x 2600W (mm)

5 5 6 6No. of Blades No.

7000 10000 11500 2280Air Volume CU-mm

35 43 85 216Weight Kgs

220V/380V 220V/380V 220V/380V  220V/380V Voltage V

0.55  0.75 1.1  Power Kw

100 80 65  186Speed Rpm

38 38 38  48Noise dBA

256 400 600  36 mEffective Area m2

450 700 1000  36 mArea Covered m2

Head Office:
Nilkamal Limited

Nilkamal House, Plot No.77 & 78, Street No.14,

M.I.D.C, Andheri (East), Mumbai - 400093

Toll Free Number: 1800 121 9115
Email: marketing@nilkamal.com

www.nilkamalmaterialhandling.com

Plant Warehouses Commercial - QEPPW�WGLSSPW�GEJIXIVME�EYHMXSVMYQ�QSZMI�XLIEXIV�XIQTPIW

Model

NKHVLS12FM 

NKHVLS16FM 

NKHVLS20FM

2.5-5 0.15m > 0.3m > 0.3m 0.6-1.5m> 0.5m > 0.2m

H H1 H2 H4 LinkH3 H5

3.6-6 0.15m > 0.3m > 0.3m 0.6-2m> 0.6m > 0.2m

4.2-9 0.2m > 0.3m > 0.3m 0.6-5m> 0.8m > 0.2m

4000 5000 6300mm


