
MPL-1600M4
PUSH AROUND VERTICAL LIFT - MULTI MAST
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Model

Max. working height

Max. platform height

Platform size

Outrigger footprint

Overall length (Stowed)

Overall width (Stowed)

Overall height (Stowed)

Platform capacity (SWL)

Ground clearance

Weight

Max. no of person

Lifting motor (AC)

Optional

configuration

MPL-1000M3

12m

10m

1.43 x 0.88m

2.4 x 2.3m

1.82m

1.1m

2.05m

300kg

0.15m

1000kg

2

2.2kW

24V/120Ah

2.2kW

24V/15A

Power source

Lifting motor (DC)

Charger

MPL-1600M4
PUSH AROUND VERTICAL LIFT - MULTI MAST

MPL-1200M3

12m

8m

1.43 x 0.88m

2.4 x 2.3m

1.82m

1.1m

2.32m

300kg

0.15m

1050kg

2

2.2kW

24V/120Ah

2.2kW

24V/15A

MPL-1400M3

14m

9m

1.63 x 0.88m

2.5 x 2.4m

1.92m

1.1m

2.32m

250kg

0.15m

1100kg

2

2.2kW

24V/120Ah

2.2kW

24V/15A

MPL-1000M4

12m

10m

1.43 x 0.88m

2.4 x 2.3m

1.82m

1.1m

2.05m

300kg

0.15m

1100kg

2

2.2kW

24V/120Ah

2.2kW/0.8kW

24V/15A

MPL-1200M4

14m

12m

1.43 x 0.88m

2.4 x 2.3m

1.82m

1.1m

2.32m

300kg

0.15m

1150kg

2

2.2kW

24V/120Ah

2.2kW/0.8kW

24V/15A

Model

Max. working height

Max. platform height

Platform size

Outrigger footprint

Overall length (Stowed)

Overall width (Stowed)

Overall height (Stowed)

Platform capacity (SWL)

Ground clearance

Weight

Max. no of person

Lifting motor (AC)

Optional

configuration

MPL-1400M4

16m

14m

1.53 x 0.88m

2.4 x 2.3m

1.92m

1.1m

2.32m

300kg

0.15m

1200kg

2

2.2kW

24V/120Ah

2.2kW/0.8kW

24V/15A

Power source

Lifting motor (DC)

Charger

MPL-1600M4

18m

16m

1.43 x 0.88m

2.4 x 2.5m

2.28m

1.35m

2.82m

200kg

0.15m

1250kg

1

2.2kW

24V/120Ah

2.2kW/0.8kW

24V/15A

MPL-1600M6

18m

16m

1.45 x 1.1m

3.2 x 3.0m

2.28m

1.6m

2.18m

150kg

0.15m

1450kg

1

2.2kW/1.1kW

24V/120Ah

2.2kW/0.8kW

24V/15A

MPL-1800M6

20m

18m

1.45 x 1.1m

3.2 x 3.0m

2.28m

1.6m

2.42m

150kg

0.15m

1650kg

1

2.2kW/1.1kW

24V/120Ah

2.2kW/0.8kW

24V/15A

MPL-2000M6

22m

20m

1.55 x 1.1m

3.5 x 3.2m

2.50m

1.6m

2.62m

150kg

0.15m

1850kg

1

2.2kW/1.1kW

24V/120Ah

2.2kW/0.8kW

24V/15A

MPL-2200M6

24m

22m

1.55 x 1.1m

4.2 x 3.5m

3.00m

1.6m

2.82m

150kg

0.15m

2200kg

1

2.2kW/1.1kW

24V/120Ah

2.2kW/0.8kW

24V/15A

Buckle Plate for 
Platform Guardrail

Fixture for Platform 
Guardrial

Gradienter Limiting Screw for 
Outriggers

Red PU Wheel


