
MPL-P11
SELF-PROPELLED MAST BOOM LIFT - WHEEL

Standard Configuration

Proportional control

Automatic brake system

Pothole protection

Emergency stop button

Fault diagnosis system

Tilt protection system

No marking tyre

Buzzer

4*2 drive 

Optional Configuration

Optional Configurations

AC power and airway tube to the platform

Working light on the platform.



Double Limited Switch Emergency Descend Valve Ground Control Panel

Main Power Plug Platform Control Traceless Tires
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Model

Max. platform height

Overall length (Stowed)

Overall width (Stowed)

Overall height (Stowed)

Platform size

Ground clearance

Wheelbase

Weight

Gradeability

Platform capacity (SWL)

Max. no of person

Max. operating slope

Driving wheel

Front tire

Lifting motor (AC)

Power source

Charger

MPL-P8

6m

1.36m

0.79m

1.98m

0.78 x 0.70m

0.05m

1.15m

850kg

0.25m

125kg

1
01.5

Ø0.23 x 0.08m

8in

2 x 24V/0.4kW

2 x 12V/120Ah

24V/12A

MPL-P10

7.5m

1.36m

0.79m

1.98m

0.78 x 0.70m

0.05m

1.15m

880kg

0.25m

125kg

1
01.5

Ø0.23 x 0.08m

8in

2 x 24V/0.4kW

2 x 12V/120Ah

24V/12A

MPL-P10S

7.5m

1.5m

1.0m

1.99m

1.00 x 0.70m

0.05m

1.28m

1100kg

0.25m

200kg

1
03

Ø0.23 x 0.08m

8in

2 x 24V/0.4kW

2 x 12V/120Ah

24V/12A

MPL-P11

9m

1.5m

1.0m

1.99m

1.00 x 0.70m

0.05m

1.28m

1250kg

0.25m

150kg

1
03

Ø0.25 x 0.08m

8in

2 x 24V/0.4kW

2 x 12V/120Ah

24V/12A

MPL-P11
SELF-PROPELLED MAST BOOM LIFT - WHEEL


